
Forschungsinstitut für Wärmeschutze.V. München 
Notified body No.0751 • 

CERTIFICATE OF CONSTANCY OF 
PERFORMANCE 

No.: 0751-CPR-146.0-01 

In compliance with Regulation 305/2011/EU of the European Par/iament and of the Council of 
9 March 2011 (the Construction Products Regulation or CPR), this certificate applies to 
the construction product 

KNAUF INSULATION 
Thermal insulation products for b 

tory made min ral-weel products (MW) accordi 
(details see anne 

produced by o for 

KNAUF INSULA ON s.r o. 

Zeleznicny rad 24, 96 01, Nova BaAa 
and produced in the ma ufacturing plant(s) 

Zeleznicny ad 24 
968 01, Nov Bana 

This certifi°fte attests that all provisions concerning the assessm..ent and verification of constancy 
of performa ce and fh performances described in Anne~ ZA of tn standards( s) 

EN 13162:2012+A'ti 015 

under System 1 

the pr d cts fulfil all the prescribed requirement 

This certificate was first issued on 27 February 2015 and will remain valid as lang as the test methods 
and/or factory production control requirements included in the harmonized standard, used to assess 
the performance of the declared characteristics, do not chance, and the product, and the 
manufacturing conditions in the plant are not modified significantly (but not longer than 
1 March 2017).· 

Gräfelfing, 29 February 2016 

A publication of extracts or a referring to the Certificate of Constancy of Perfonnance and its annex requires the prior written approval of FIW 
München 
Forschungsinstitut für Wärmeschutze. V. München Telefon +49 89 858000 · Telefax +49 89 8580040 
Lochhamer Schlag 4 · 82166 Gräfelfing info@fiw-muenchen.de · www.fiw-muenchen.de 



Forschungsinstitut für Wärmeschutze.V. München 
Notified body No. 0751 • 

ANNEX TO CERTIFICATE OF 
CONSTANCY OF PERFORMANCE 

Factory: 

Construction product(s): 

lntended use: 

Level(s) or class(es) 
Reaction to fire: 

No.: 0751-CPR-146.0-01 

KNAUF INSULATION s.r.o., .Z:eleznicny rad 24, 968 01, Nova Bana 

products according to EN 13162:2012 + A1 :2015 

Thermal insulation products for buildings 

for uses subject to regulations of reaction to fire A1, A2, B, C. 
Products for which a clearly identifiable stage in the production process 
results in the reaction to fire classification 

Attes tatio n of ~? stem: 1 

T able 1: Description the / 04-standard products - y 
No. / ( Product 

Name Description Thickness Reaction 
Range to Fire 

Class 
[mm] 

\ 
1 DP-3 \ \ board 30-200 A1 

2 DP-4 \ \ board 30-130 A1 r. 

3 DP-5 \ 'V>oard 30-140 A1 

4 DP-6 " boar<l~ 30-140 A1 

5 DP-7 " board 20i1 50 A1 

6 DP-8 I""-board 20-~40 A1 

7 DP-9 boatd- ~l\ :1~40 A1 

8 DP-10 board 15-140 A1 

9 TW board 40-160 A1 

10 WP board 30-220 A1 

11 AP board 20-60 A1 

12 KP board 30-240 A1 

13 KP/HB board 50-240 A1 

14 KP 035 board 30-200 A1 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 

I / Ctassification •I 

Facing - •-t:1ensity- Loss of 
Range lgnition 

[kg/m3
] [mass 

' %] 
, (-) or (1 )}(3) 30-155 ::; 3.5 

\ (-) or (1 ),(3) 30-155 ::; 3.5 

(\ or (1 ),(3) \. 1.._30-155 ::; 3.5 

(-) ö~ (1),(3) 30~-5.§ ::; 3.5 

(-) or 0l(3) 30-155 ::; 3.5 

(-) or (1 ),(~ - 30-155 ::;3.~ 

(-) or ( 1 ),(3) 3()':'t55. <3.5 

(-) or (1 ),(3) 30-155 ::; 3.5 

(-) 30-155 ::; 3.5 

(-) 30-155 ::; 3.5 

(-) or (1),(3) 30-155 ::; 3.5 

(-) 30-155 ::; 3.5 

(-) 30-155 ::; 3.5 

(-) 30-155 ::; 3.5 

Thickness 
Range 

[mm] 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS s 0,6 MJ/m2
) 

( classification report no. FI RES-CR-090-15-AUPE ); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN) with 
glue (PCS s 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate 5prayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 
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Forschungsinstitut für Wärmeschutze.V. München 
Notified body No. 0751 

No. Product 

Name Description Thickness Reaction Facing 
Range to Fire 

Class 
[mm] 

15 KP/HB 035 board 30-200 A1 (-) 

16 FPL board 30-200 A1 (-)or(1),(3) 

17 FP board 30-220 A1 (-) or (1),(3) 

18 FPS board 30-220 A1 (-) or (1 ),(3) 

19 FPL-035 board 30-240 A1 (-) or (1),(3) 

20 ADN board 20-245 A1 (-) 

21 ADE board 40-100 A1 (1 ),(3) 

22 DPF-30 board 40-140 A1 (-) 

23 DPF-40 board ...1!10=,240 A1 (-) 

Classification a) 

Density Loss of 
Range lgnition 

[kg/m3
] [mass 

%] 

30-155 :,::; 3.5 

30-155 :,::; 3.5 

30-155 :,::; 3.5 

30-155 :,::; 3.5 

30-155 :,::; 3.5 

30-155 :,::; 3.5 
a) a) 

30-155 :,::; 3.5 

30-15§_ ~ -3.5 

24 DPF-50 /t5oard 20-~00 A1 (-) ,... ...-3'0-155 :,::; 3.5 

25 DPF-100 / board 30 i~40 A1 

26 PTP / boar.g..--1- 50:220 A1 

27 PTP-LP / .,,.b'bard 20 A1 

28 PTP-LP / lf' board 30-40 A1 

29 MPN I I board 40-245 A1 

30 MPE t I board 30-245 A1 

31 MPS board 30-245 A1 

32 FRN board 40-245 A1 

33 FRK \ board 50-180 A1 

34 FRE \ \ board 30-200 A1 

35 FRE-P \ \ board 30-200 A1 

36 FRV \ ' board 30-200 A1 

37 FKD N '\ ix>acg 40-245 A1 

FKD N Therm~F8'._ -
38 SMARTwall N, F board 40-245 A1 

N '-...... 
39 OUT-Therm boar· 40- 245 A1 

40 FKD N C1 board 40-245 A1 

41 SMARTwall N C1 , 
board 40-245 A1 

FB N C1 

42 OUT-Therm C1 board 40-245 A1 

43 FKD N C2 board 40-245 A1 

44 SMARTwall N C2, 
board 40-245 A1 

FB N C2 

45 OUT-Therm C2 board 40-245 A1 

46 FKD RS C1 board 20-40 A1 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 

(-) / 30-155 :c:;3.5 

A 30-155-"" ~ 3:5 ,.--

/ (-) 
.?: 

,..,-30-155 :c:; 3.5 

/ (-) / 30-155 :,::; 3.5 

I (-) / 30-155 :,::; 3.5 

(-) / 30-155 :,::; 3.5 

(-) 30-155 :,::; 3.5 

(-) 30-155 :,::; 3.5 

(1),(3-) a) a) 

(-) \ 30-155 :,::; 3.5 

\ (-) \ 30-155 :,::; 3.5 

\ (1 ),(3) ' a) a) 

\ (-) °30-,J.55 :o:; 3.5 

~ 
- ~, 30-155 

(-) 3'CM55. < 3.51 

(12) a) a) 

(12) a) a) 

(12) a) a) 

(13) a) a) 

(13) a) a) 

(13) a) a) 

(12) a) a) 

• 
Thickness 

Range 

[mm] 

any 

any 

any 

any 

any 

any 
a) 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 
a) 

any 

any 
a) 

any 

any 

any 
a) 

a) 

a) 

a) 

a) 

a) 

a) 

(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS s 0,6 MJ/m2
) 

(classification report no. FIRES-CR-090-15-AUPE); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN) with 
glue (PCS s 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate sprayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 
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Forschungsinstitut für Wärmeschutz e.V. München 
Notified body No. 0751 

No. Product 

Name Description Thickness Reaction 
Range to Fire 

Class 
[mm] 

47 FKD RS C2 board 20-40 A1 

48 FKDRS board 20-40 A1 

49 FKD board 40-245 A1 

so FKD C1 board 40-160 A1 

51 FKD C2 board 40-160 A1 

52 FKD S, 
board 40-245 A1 EASY CFP 036 

FKD-S Thermal, 
53 SMARTwall S, FB board 40-245 A1 

s 
54 FKD-S C1 y _oartl...- 40145 A1 

55 FKD-S C2 1/ board 40-~45 A1 ~ 

56 SMARTwall S G>t , 
FB S C1 / boa_,_.. 1- 4{r-b 45 A1 

57 SMARTw1,S C2, 
FB S C2 r"ard 40-245 A1 

58 DDP B, fKD B I board 20-40 A1 

59 DDP B,iFKD B / board 50-245 A1 

60 DDP-f6 ( board 20-30 A1 

61 DDP-f 1 board 40-200 A1 

62 SMAR irroof Bas13 board 20-30 A1 

63 SMARTroof Bas~ board 40-200 A1 

64 DDP-N \ \ board 40-200 A1 

65 DDP-RT\ 1\.. board 30-40 A1 

66 DDP-RT \ ' b,gard 50-200 A1 

67 SMARTroof " 
Thermal bo~ _ 3o~too A1 

68 DDP-U ' board 50-r 6o A1 !'-< 

69 SMARTroof Norm tmard.c_ 40-p60 A1 

70 DDP board 40-120 A1 

71 
SMARTroof TOP , board 40-120 A1 
TERMOTOP 

72 DF board 60-140 A1 

73 PTN board 20 A1 

74 PTN board 25 A1 

75 PTN board 30 A1 

76 PTN board 35-65 A1 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 

Facing 

(13) 

(-) 

(-) 

(12) 

(13) 

(-) 

(-) 

(12) 

(13) / 

yJf> 
/ (13) , 

I (-) I 
I (-) / 

H' 
(-) 

(-) 

(-) \ 

\ (-) \ 
\ (-) ' \ (-) 

' <~ 
(-) '.,., 
(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

• 
Classification a) 

Density Lass of Thickness 
Range lgnition Range 

[kg/m3
] [mass [mm] 

%] 
a) a) a) 

30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 
a) a) a) 

a) a) a) 

30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 

_,,.a)--- a) a) 

a) a) a) 

a/ .-al- a) 

l/ a) a) a) 

30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 

39-1-65- ::::; 3.5 any 

30-155 ::::; 3.5 any 

30-155 $3.5 any 

30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 

30-155 $ 3.5 any 

\...} 0-155 ::::; 3.5 any 

' -..$-3.~ 30-155-- any 

30-155 $3.~ any 

'304.§§ $3.~ any 

30-155 ::::; 3.5 any 

30-155 $ 3.5 any 

30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 
30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 

30-155 ::::; 3.5 any 

(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS s; 0,6 MJ/m2
) 

( classification report no. FI RES-CR-090-15-AUPE ); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN) with 
glue (PCS s; 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate sprayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 
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Forschungsinstitut für Wärmeschutz e.V. München 
Notified body No. 0751 

No. Product 

Name Description Thickness Reaction 
Range to Fire 

Class 
[mm] 

77 PTE board 20 A1 

78 PTE board 25 A1 

79 PTE board 30 A1 

80 PTE board 35 A1 

81 PTE board 45 A1 

82 PTE board 55-70 A1 

83 
PTS, board 20 A1 EASY FLB 039 

84 
PTS, board 25 A1 EASY FLB 039 

85 
PTS, 

lford lo A1 
EASY FLB 039 j 

86 PTS , l';J/ board _Jo A1 
EASY FLB 03 . ,,.-

Facing 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 
/ 

y)/ 

87 PTS, vt: 
EASY FLB, 039 ~ d 50-70 A1 / (-) 

88 PTS, j_ 1, 
board 80 A1 

EASY F,l'..B 039 I 
89 TP I I board 20 A1 

90 TP ' board 25 A1 

91 TP board 30 A1 

92 TP board 35-65 A1 

93 TPS \ board 20 A1 

94 TPS \ \ board 23-30 A1 

95 TPS \ 1\. board 35 A1 

96 TPS \ " bq__ard 40-45 A1 

97 TPS " boara-...... "0 A1 

98 TPS " board 55~70 A1 

99 TPE ' b~d 1J5 A1 

100 TPE board LO A1 

101 TPE board 25 A1 

102 TPE board 30 A1 

103 TPE board 35-50 A1 

104 TPE board 60-80 A1 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 

I (-) 7 
~ 

(-)7 

(-) 

(-) 

(-) 

(-)\ 

\ (-) \ 
\ (-) ' \. (-) 

'(~ 
(-)" 

(-) " 
(-) 

(-) 

(-) 

(-) 

(-) 

• 
Classification a) 

Density Loss of Thickness 
Range lgnition Range 

[kg/m3
] [mass [mm] 

%1 
30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

~ 55 ::,; 3.5 any 

30-1 55 <~5 any --./. 
::,; 3.5 1,.-30-155 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

,jo=1-55- $3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

l"-39-155 ::,; 3.5 any 

30-155-.. ,-.s_3_.5, any 

30-155 ::,; 3.5) any 

r'J.Q-155 $ 3.~ any 

30-155 ·~ "3:5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

30-155 ::,; 3.5 any 

(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS :S 0,6 MJ/m2
) 

(classification report no. FIRES-CR-090-15-AUPE); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN) with 
glue (PCS :S 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate sprayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 
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Forschungsinstitut für Wärmeschutze.V. München 
Notified body No. 0751 

Table 2: Field of application for products with facings and A 1 classification • 
Density Range Loss of lgnition Thickness Range 

Facing 
[kg/m3

] [mass "lo] [mm] 
(1) glass fleece black (GVB) with resin :::; 150 ::::3.5 ::::60 
(classification reoort no. FIRES-CR-088-15-AUPE) 

(1) glass fleece black (GVB) with glue (PCS:::; 0,6 MJ/m2
) 30-85 :::; 3.0 20-120 

(classification report no. FIRES-CR-090-15-AUPE) 110-130 ::::2.0 20-120 

(3) glass fleece white (GVN) with resin :::; 150 :::: 3.5 :::; 60 
(classification reoort no. FIRES-CR-088-15-AUPE) 
(3) glass fleece white (GVN) with glue (PCS :::: 0,6 MJ/m2

) 65-85 :::; 3.5 :::; 100 
(classification reoort no. FIRES-CR-091-15-AUPE) 
(12) silicate sprayed surface (one side) 30-155 :::; 3.5 any 
(classification reoort no. FIRES-CR-034-1 2-AUPE) 
(13) silicate sprayed surface (both sides) 30-155 :::; 3.5 any 
(classification reoort no. FIRES-CR-034-12-AUPE) 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 
(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS s; 0,6 MJ/m2

) 

(classification report no. FIRES-CR-090-15-AUPE); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN) with 
glue (PCS s; 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate sprayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 
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Forschungsinstitut für Wärmeschutze.V. München 
Notified body No.0751 • 

ANNEX TO CERTIFICATE OF 
CONSTANCY OF PERFORMANCE 

Factory: 

Construction product(s): 

lntended use: 

Level(s) or class(es) 
Reaction to fire: 

No.: 0751-CPR-146.0-01 

KNAUF INSULATION s .r.o., Zeleznicny rad 24, 968 01, Nova Bana 

products according to EN 13162:2012 + A 1 :2015 

Thermal insulation products for buildings 

for uses subject to regulations of reaction to fire A1, A2, B, C. 
Products for which a clearly identifiable stage in the production process 
results in he reaction to fire classification 

Attestation of conf · mity system: 1 

Table 3: Descri ion of tt;;r- äucts - Line 2 standard products - / 
No. I ( Product 

Reacl FL 
Classification a) 

Name Description Thickness 
Range to Fir 

[mm] 
Class\ 

! \ 

1 TPE\ \ board 15 A1 \ 

2 TPE \ \ board 20 A1 

3 TPE \ ... board 25-30 A1 ... 
4 TPE ~ '-bo.Qrd 35-50 A1 

5 TPE "' board 60-80 A1 

6 PTP ~ board ~0-220 A1 

7 PTP-LP t mar.rl 20 A1 

8 PTP-LP board 30-40 A1 

9 SDP board 40-200 A1 

10 DP-12 board 30-140 A1 

11 BS-12 board 30-140 A1 

12 BS-13 board 50-160 A1 

13 DP-13 board 60-120 A1 

14 DP-1 4 board 20-120 A1 

15 DP-15 board 20-140 A1 

16 FKD board 50-200 A1 

a) Field of application for products 'Nith facings and A1 classification, see table 4. 
(-) Uncoated products (classification report no. PK-13-050); 

8ensity 
Range 

[kg/m3
] 

' r.) 85-200 

\ (-)\ 85-200 

\ (-) ' 85-200 

"" 
(-) ..... 85,,::200 

~(:) 85-200 

(-)~ 85-200 

(-) -S~200 

(-) 85-200 

(-) 85-200 

(-) 85-200 

(-) or (1),(3) 85-200 

(-)or(1),(3) 85-200 

(-) 85-200 

(-) 85-200 

(-) 85-200 

(-) 85-200 

(1) Glass fleece black (GVB) with glue (PCS :;; 0,6 MJ/m2
) (classification report no. FIRES-CR-090-15-AUPE); 

(3) Glass fleece white (GVN) with glue (PCS :;; 0,6 MJ/m2
) (classification report no. FIRES-CR-091-15-AUPE); 

(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate sprayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 

Loss of 
lgnition 

[mass 
%] 

$ 3.5 

$ 3.5 

$ 3.5 

$ 3.5 

$p.5 

$ ß.5 
; 

< ß.5 

$ 3.5 

$ 3.5 

$ 3.5 

$ 3.5 

$ 3.5 

$ 3.5 

$ 3.5 

$ 3.5 

$3.5 

Thickness 
Range 

[mm] 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 

any 
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Forschungsinstitut für Wärmeschutze.V. München 
Notified body No. 0751 

No. Product 

Name Description Thickness Reaction 
Range to Fire 

Class 
[mm] 

17 FKD C1 board 50-200 A1 

18 FKDC2 board 50-200 A1 

19 
FKD S, EASY CFP 

board 40-245 A1 036 
FKD-S Thermal , 

20 SMARTwall S, FB board 40-245 A1 
s 

21 FDK-S C1 board 40-245 A1 

22 FKD-S C2 board 40-245 A1 

23 SMARTwall S C1, 
board 40-245 A1 

FB S C1 

24 
SMARTwall S C2, [4 ard 40-~45 A1 FB S C2 ~ 

25 FKL / lamella 20-30 A1 

26 FKL / la!Jlella 40-400 A1 

27 FKL C1 / /famella 20-30 A1 

28 FKL C1 / ( lamella 40-400 A1 

29 FKL C'4 I lamella 20-30 A1 

30 FKL C2 
, 

lamella 40-400 A1 

31 CL, Cl T lamella 20-30 A1 

32 CL, Cl T lamella 40-300 A1 

33 CL C1 ,\ CL T C1 \ lamella 20-30 A1 

34 CL C1, '9L T C1 \ lamella 40-300 A1 

35 CL C2, Ct.,TC2 1\.. lamella 20-30 A1 

36 CL C2, CL\ C2 "'1a~mella 40-300 A1 

37 DDP B, FKD~ bo~ .__ 20-40 A1 

38 DDP B, FKD B " board 50-160 A1 

39 DDP-K ~ ard 7o-'eoo A1 

40 SMARTroof Base boara-- -,""!9-200 A1 

41 DDP-N board 40-200 A1 

42 DDP-RT board 30-40 A1 

43 DDP-RT board 50-200 A1 

44 SMARTroof board 30-200 A1 
Thermal 

45 DDP-U board 50-200 A1 

46 SMARTroof Norm board 40-200 A1 

47 DDP board 60-180 A1 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 

Facing 

(12) 

(13) 

(-) 

(-) 

(12) 

(13) 

(12) 

(13) / 

(-;)/ 

/'(-) 
/ (12) , 

I (12) / 
t 

(13)/ 

(13) 

1 (-) 

1 (-) 

(12)1 

\ (12) \ 

\ (13) ' \ (13) 

~ ) 

(-~ 

(-) " 
(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

• 
Classification a) 

Density Loss of Thickness 
Range lgnition Range 

[kg/m3
] [mass [mm] 

%1 
a) a) a) 

a) a) a) 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

a) a) a) 

a) a) a) 

a) a) a) 

1-/a) a) a) 

85-200 $; 3.5 any 

~~()() $; 3.5 any 
lf" a) a) a) 

a) a) a) 

a) a) a) 

al a) a) 

85-200 $; 3.5 any 

85-200 $; 3.5 any 
~ 

a) a) a) 

a) a) a) 

a) a) a) 

I'-.. a) a) a) 

85~200_ < 3.5 any 

85-200 $; 3.~ any 

~ 5-200 $; 3.~ any 

85-200- ..-.:;..a:-& any 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

85-200 $; 3.5 any 

(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS s 0,6 MJ/m2
) 

(classification report no. FIRES-CR-090-15-AUPE); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fl eece white (GVN) with 
glue (PCS s 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
(13) Silicate sprayed surface (both sides) (classification report no. FIRES-CR-034-12-AUPE); 
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Forschungsinstitut für Wärmeschutze.V. München 
Notified body No. 0751 

No. Product 

Name Description Thickness Reaction 
Range to Fire 

Class 
[mm] 

48 SMARTroofTOP, board 60-180 A1 TERMOTOP 
49 DDP-X board 60-160 A1 

50 DDP Plus board 40-100 A1 

51 PVT board 20-50 A1 

52 PVT board 60-120 A1 

53 Termotoit RT board 30-40 A1 

54 T ermotoit RT board 50-160 A1 

Table 4: Notes regarding di :e ent facings restrictions class A1 

Gräfelfing, 29 February 2016 

a) Field of application for products with facings and A 1 classification, see table 2. 
(-) Uncoated products (classification report no. PK-13-050); 

• 
Classification a) 

Facing Density Loss of Thickness 
Range lgnition Range 

[kg/m3
] [mass [mm] 

%1 
(-) 85-200 :,; 3.5 any 

(-) 85-200 :,; 3.5 any 

(-) 85-200 :,; 3.5 any 

(-) 85-200 :,; 3.5 any 

(-) 85-200 :,; 3.5 any 

(-) 85-200 :,; 3.5 any 

(-) 85-200 :,; 3.5 any 

[mm] 

any 

20-120 

:,; 100 

any 

any 

(1) Glass fleece black (GVB) with resin (classification report no. FIRES-CR-088-15-AUPE); Glass fleece black (GVB) with glue (PCS :c; 0,6 MJ/m2
) 

(classification report no. FIRES-CR-090-15-AUPE); 
(3) Glass fleece white (GVN) with resin (classification report no. FIRES-CR-088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN) with 
glue (PCS :c; 0,6 MJ/m2

) (classification report no. FIRES-CR-091-15-AUPE); 
(12) Silicate sprayed surface (one side) (classification report no. FIRES-CR-034-12-AUPE); 
( 13) Silicate sprayed surface (both sides) ( classification report no. FI RES-CR-034-12-AUPE ); 
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